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G STRATECHEM (1) PVT. LTD.
O 92 Venus Altamount Rd, Mumbai 400 034.
Tel: +91(22)66627509. Fax:66624572.

SPECIFICATION SHEET
DIPHENYL SULFONE
TECHNICAL GRADE

PARAMETERS SPECIFICATIONS
APPEARANCE WHITE TO OFF-WHITE POWDER
PURITY 99% MIN.

MELTING POINT °C 124 TO 127 MIN.
WATER 1% MAX.

MELT COLOR 300 APHA MAX.
ASH 0.1% MAX.
VOLATILES 0.1% MAX.
OTHER SULFONES 0.1% MAX. EACH

Package: In 50kgs net Boxes.
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92 \Venus Altamount Rd, Mumbai 400 034.
Tel: +91(22)66627509. Fax:66624572.

SPECIFICATION SHEET

DIPHENYL SULFONE

POLYMER GRADE

PARAMETERS SPECIFICATIONS
APPEARANCE WHITE SOLID POWDER
PURITY BY GC 99.5% MIN.

FREEZING POINT °C 127.3 MIN.

IRON 5 ppm MAX.
MELT COLOR 100 APHA MAX.
ASH 0.05% MAX.
VOLATILES 0.1% MAX.
OTHER SULFONES 0.1% MAX. EACH

Package: In 50kgs net Boxes.




